
Product data sheet
Characteristics

VDIC13X218
Actassi CL-C6A Copper cable 4P Cat6A F/UTP
500MHz LSZH 500m

Overview
Description Actassi CL-C LAN Copper cables range allows you to transmit voice & data applications and fully

comply network cabling system international standards. Cat6A F/UTP 1x4P cable can be used
to support up to 10 Gigabit Ethernet, 500 MHz bandwith and is available with LSZH sheath in a
packaging of 500 meters.

Model Name Actassi CL-C6A Copper cable 4P Cat6A F/UTP 500MHz LSZH 500m
Standard Lead Time Usually in Stock

Physical
Net Weight 27.35 kg
Maximum Height 300.0 mm
Maximum Width 600.0 mm
Maximum Depth 600.0 mm
Shipping Weight 27.35 kg
Shipping Height 300.0 mm
Shipping Width 600.0 mm
Shipping Depth 600.0 mm
Color Green

Environmental
Operating Environment -20 - 60 °C
Storage Temperature -20 - 60 °C

Conformance
Standard warranty 18 months repair or replace

VDIC13X218 is replaced by:
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Copper Cable VDICD13X218

Actassi Cable LAN F/UTP 4P Cat6A Euroclass D 500MHz LSZH 500m

Qty 1

Reason for Substitution: End of life | Substitution date: 30 June 2020
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